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GE-MOD 200 

GENERAL 

UNIT SUPPLY TRAY (1 OR 2 PCS) 

UNIT TRANSFER X-Y Robot (X-Y Axis) 

AVAILABLE PACKAGE CERAMIC SMD CRYSTALS 

TRAY USER PROVIDE 

TACT TIME SWEEP TIME + 0.5 sec.  / pc 

CONTROL PLC & TOUCH SCREEN 

SWEEP OSCILLATOR DY-2200B 

DIMENSION 580 (W) x 700 (L) x 620 (H) 

WEIGHT 45 Kg 

UTILITY 
POWER AC 200 V, 50/60 Hz, 1 PHASE 

AIR 4Kgf / ㎠ 

SWEEP 

OSCILLATOR 

(DY-2200B) 

SWEEP TIME 0.5 / 1.0 / 1.5 / 2.0 / 2.5 sec. 

REPEATER 1 /  2 / 3 / 4 / 5 times 

SWEEP POWER 0.1 W ~ 0.5 W 

SWEEP FREQ. 1 ~ 150 MHz 

SWEEP BAND ± 3000 PPM 

SPECIFICATION 

1. PUT 1 OR 2 SETS OF TRAY ON THE WORK TABLE. 

2. SYSTEM SWEEPS 2 UNITS AT ONCE. (2 PORTS) 

3. SYSTEM STOPS AUTOMATICALLY, IF SYSTEM CAN NOT SWEEP 5 TIMES CONTINUOUSLY. 


